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Learn more about the 
Laminex Architectural 
Panels range

A different way to do ceilings. 
Laminex Architectural Ceiling Panels are a range of prefinished ceiling  
panels and tiles designed to make an impact wherever they are used.

The range features a selection of popular Laminex woodgrain décors in three 
linear profiles, bringing textural interest and the warmth of timber to any space.

Ideal for both retrofit and new ceiling systems, this collection of tiles and panels 
offers direct fix or suspended ceiling options suitable for a range of projects. 
The large-format panels feature unique, removable tongue-and-groove joints, 
enabling a variety of panel layouts for versatile design possibilities.



Laminex® products are manufactured, marketed and distributed by Laminex Group Pty Limited ABN 98 004 093 092, trading as Laminex. In some cases, Laminex 
uses computer generated imagery (CGI) to provide graphical representations of our products. Colours and finishes for all imagery and swatches may vary due to 
paper, printing processes and lighting. For an accurate representation of the product, please view a physical sample. Please obtain a copy of the terms and conditions 
of the Laminex Limited Warranty from laminex.com.au. This warranty is in addition to any rights that may exist under the Australian Consumer Law. Laminex®.

Laminex® Architectural Ceiling Panels

Laminex® Décors

Raw Birchply Danish WalnutClassic Oak Planked Urban OakSublime Teak Blackened Legno

Décors are accented with a Black Shadowline. 
Laminex Sublime Teak Ceiling Panels are  
also available with a Natural Shadowline.

Ceiling Panels are provided as a 2 panel pack. 
Ceiling Tiles are provided as a 5 tile pack.

Suitable for internal and interior enclosed alfresco 
application (see technical documentation).

Profiles

VGroove 100Batten 40 Batten 60

Seamless design and colour integration
Laminex Architectural Ceiling Panels and Tiles have 
been created using a selection of realistic woodgrain 
décors from the Laminex Colour Collection, available 
in Batten and VGroove profiles to ensuring seamless 
integration throughout your next project.

Design flexibility
A premium ceiling solution offering creative freedom:  
from how the panels are fixed to how the joins are 
displayed. These systems are designed to seamlessly  
retrofit into existing structures, making them highly 
adaptable for various design needs.

Designed for standard systems
A design-led solution to elevate your next project in a 
room with a suspended grid system. This flexible solution 
will transform commercial ceilings quickly and easily 
providing installation options for:

	· �Drop in on suspension systems that uses a ceiling 
hanger or suspended rod

	· �Direct fix to suspended systems fixated to primary  
rail or top cross rail

	· Direct fix to battens or furring channels

For more information visit laminex.com.au or call 132 136.

Profile Panel Size /  
Effective Dimension  
l x w (mm)

Thickness 
(mm)

Pack  
Qty

Effective 
Coverage 
(sqm)

Weight 
p/panel 
(kg)

Weight 
p/pack 
(kg)

Fire  
Rating

Panels Batten 40 2400 x 560 12 2 panel 2.69 13 28 Group 2

Batten 60 2400 x 540 12 2 panels 2.59 21.7 27.4 Group 2

VGroove 100 2400 x 500 12 2 panels 2.40 12 26 Group 2

Tiles Batten 40 1195 x 595 12 5 tiles 3.56 7 37 Group 2

Batten 60 1195 x 595 12 5 tiles 3.56 7 37 Group 2

VGroove 100 1195 x 595 12 5 tiles 3.56 7 37 Group 2


