
Architectural Panels    
 Walls

A different way to do walls.

Learn more about the 
Laminex Architectural 
Panels range:

Designed and made in Australia, Laminex Architectural Wall Panels provide  
the warmth of timber along with seamless décor and colour integration. 

Laminex Architectural Wall Panels have been created using a wide selection 
of realistic woodgrain décors from the Laminex Colour Collection, available in 
Batten, Planked and Flat profiles to ensure seamless integration throughout 
your next project.

This range of prefinished wall panels uses our unique InvisiLock™ joining system, 
allowing each panel to be connected seamlessly. Fast and efficient installation 
make them the ideal choice for whole room and feature walls.



For more information visit laminex.com.au or call 132 136.

Laminex® products are manufactured, marketed and distributed by Laminex Group Pty Limited ABN 98 004 093 092, trading as Laminex. In some cases, Laminex 
uses computer generated imagery (CGI) to provide graphical representations of our products. Colours and finishes for all imagery and swatches may vary due to 
paper, printing processes and lighting. For an accurate representation of the product, please view a physical sample. Please obtain a copy of the terms and conditions 
of the Laminex Limited Warranty from laminex.com.au. This warranty is in addition to any rights that may exist under the Australian Consumer Law. Laminex®.

Laminex® Architectural Wall Panels
The InvisiLock™ system
The InvisiLock™ joining system is exclusive to the 
Laminex Architectural Wall Panel range, allowing 
each panel to be connected seamlessly, providing 
a bow and gap-free finish and minimising 
installation time. 

Designed to last
This is a durable wall solution made from decorated 
MDF, designed to withstand the wear and tear of 
commercial environments. 

Smarter, faster installation
Our unique Batten and VGroove wall panels can be 
installed 3x faster than individual battens, providing a 
cost-effective solution for commercial and residential 
interiors using only standard tools and fixings. The 
refined Classic Flat Profile offers a modern reversible 
panel allowing you to choose between a 1mm pencil 
line joint or a 7mm express joint.

Laminex® Décors

Raw Birchply
CF B40 B60 VG100

Classic Oak 
CF B40 B60 VG100

Victorian Ash 
TrueScale™ 

CF

Tasmanian Oak 
TrueScale™ 

CF

Calm Oak
CF

Planked Urban Oak
CF B40 B60 VG100

Blackened Legno 
CF B40 B60 VG100

Spotted Gum 
TrueScale™

CF

Black
CF

Danish Walnut 
CF B40 B60 VG100

Sublime Teak 
CF B40 B60 VG100

Not all décors available in all profiles. 

Décors are accented with a Black  
Shadowline. Laminex Sublime Teak and 
Laminex Tasmanian Oak TrueScale™ are  
also available with a Natural Shadowline.

Batten and VGroove supplied as 2 panel  
pack, Classic Flat supplied as single sheet.

Profiles

Classic Flat 
AbosluteGrain®

VGroove 100Batten 40 Batten 60

Profile Panel Size  
h x w (mm)

Effective  
Width  
h x w (mm)

Thickness 
(mm)

Pack  
Qty

Effective 
Coverage 
(sqm)

Weight 
p/panel 
(kg)

Weight 
p/pack 
(kg)

Fire  
Rating

Classic Flat 3000 x 1200 3000 x 1174 12 1 panel 3.52 33.7 - Group 3

Batten 40 3000 x 578 3000 x 560 16 2 panels 3.36 19.3 41.7 Group 3

Batten 60 3000 x 558 3000 x 540 16 2 panels 3.24 19 40.8 Group 3

VGroove 100 3000 x 518 3000 x 500 16 2 panels 3.00 17.8 38.5 Group 3
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